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2 mobile towable stepladders – fixed height at 4 800 mm with intermediary bearing at 

3 500 mm – for test on full-size launcher model – transfer between assembly building 

and its launch area, and then put in vertical position. 

Capacity of load per stepladder: 2 peoples + tools - 250 kg maxi

Head Office & Plants : ZI du Muckental – F – 67140 BARR

Phone +33(0)3 88 58 53 53 – Fax +33(0)3 88 58 53 54

www.aeronautique.fortal.fr/en – info@fortal.fr   

http://www.fortal.fr/
mailto:info@fortal.fr


Launcher model on vertical position

Galvanised steel frame with epoxy 

paint RAL 9010 for long-term 

protection – specially adapted for 

humid and saline environnement

Stepladder equipped with:

- 2 swivel wheels with brake Ø 200 mm at 

rear (towbar side) and 2 fixed wheels Ø 300 

mm at front (staircase side) with caoutchouc 

tyres for outside using

- 2 immobilization cranks

- « Jockey » wheel on towbar side to facilitate

hitch operations

- Retractable towbar with lifting ring - Towing

speed: 5km/h maxi
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Model while driving to the test building

View on main and intermediary bearing Main bearing 1 100 x 2 800 mm – checkered 

flat sheet aluminum coating thickness 4.4 mm 

Intermediary bearing 1 000 x 750 mm 

– checkered flat sheet aluminum 

coating thickness 4.4 mm 

Anti-slip ribbed aluminum steps – depht 261 mm 

– useful width: 940 mm 
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Aerial view of assemby building assembly

Staircase ramp and bearing composed of: 

- Anodised aluminum handrail

- Intermediary rail

- Baseboard

Stainless steel screws

Double safety gate on the top of staircase

Anti-shock protection on the rear of main bearing
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